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ABSTRACT 
A computerized data quality check and data edit program has been developed to aid in the 
processing of telemetered precipitation data. The logic considerations and program development 
are discussed and results are displayed. This effort has resulted in successful editing of large 
amounts of precipitation data gathered by automated remote data acquisition techniques. The 
application of this processing routine has resulted in reducing data editing costs to about three 
percent of that required to do the work manually. 
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A COMPUTERIZED METHOD OF PRECIPITATION 
DATA QUALITY CONTROL 
Introduction 
The experimental design of the Wasatch Weather 
Modification Project provides for the evaluation of cloud 
seeding activities through the comparison of precipitation 
amounts for seeded and unseeded periods. The present 
experimental design requires simultaneous half-hourly 
precipitation data from gages in and near the primary 
target area for each 8-hour experimental period. These 
data requirements for meteorological evaluation of the 
experiment have led to the development of new acquisi-
tion and processing techniques of precipitation data. 
The requirements for evaluating cloud seeding ex-
periments utilizing precipitation data brought about the 
construction of the Utah State University telemetering 
precipitation gage network (Israelsen and Griffin, 1969; 
Chadwick, 1968, 1969). The readout system for the 
network can provide as many as three readings per hour 
for each of 46 stations. Readouts are sequential, and 
errors are found in the data. Thus, a need arose to develop 
an objective method for interpolation of simultaneous 
data points from quality checked data. 
The data quality problem results from a combina-
tion of several factors concerning the type of gage used, 
the nature of the transducer, and problems peculiar to 
radio telemetry, i.e. wind forces on the gage transmitted 
to the transducer, vibratory motions of the gage caused by 
the wind, snow and ice sticking or riming developing 
temporarily on the sides of the collection cans, radio 
interference, friction between the cans and guides. 
With as many as 75,000 data points per year being 
read out from the network, the computerization of the 
entire precipitation data processing procedure was highly 
desirable. Half-hourly precipitation data were obtained in 
two steps. The first step was the relatively simple 
conversion of the electronic readout period to cumulative 
precipitation in the storage gage. The inches water 
equivalent is obtained through individual calibration 
curves which are determined each season for each station's 
transducer. 
The second, and more complicated step, was the 
data quality check, editing, and data interpolation. Before 
a satisfactory data quality control program was developed, 
much editing was done by hand. Manual editing served to 
categorize anomalous data points and provided the basis 
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for development of subsequent objective criteria by which 
data could be evaluated. These criteria and the computer 
program logic are discussed as follows. 
Categorization of Questionable 
Data Points 
Data points are examined for one station at a time 
and in sets of at least eight precipitation values. Typical 
data sets consist of from 40 to 200 points. 
Data points considered questionable are categorized 
into three groups using the criteria outlined as follows. 
Figure 1 is a graphical display of these types. 
(1) Precipitation values may be so unreasonable 
that they are obviously unacceptable. These points are 
called "outliers" and seem to occur randomly. They occur 
above and below the cumulative precipitation curve. 
Radio interference or other electronic problems appear to 
be the most likely causes for these outliers. 
(2) Precipitation values may exhibit relatively small 
departures from the apparent cumulative precipitation 
curve. These departures also seem to occur randomly and 
are referred to as "noise" points. The most suspected 
sources of this type error are wind and friction. The wind 
may cause a bouncing or vibration of the can and friction 
may cause a sticking of the can guide. These noise points 
are usually within .03 inch of a five-point moving average 
of the cumulative precipitation curve. 
(3) Several precipitation values in succession may 
indicate a negative trend in precipitation. These trends 
cannot be rationalized to be the result of evaporative 
losses or leaking cans. One explanation is that ice or snow 
stick temporarily on the outside of the gage. Since this is a 
weighing gage system, both this accumulation and sub-
sequent melting or sublimation are reflected in the 
measurements. Temperatures observed during periods in 
which these negative trends occur support this concept. 
The data points describing such a trend are termed 
























Figure 1. Types of questionable data points. (Dashed line indicates questionable points.) 
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A Reasonable Cumulative 
Precipitation Curve 
Objective criteria by which data points can be 
judged were developed from the standpoint of a reason-
able cumulative precipitation curve. All data points 
making up the curve must indicate zero or a positive 
amount of precipitation. The value of /:::.PI /:::. t, change of 
precipitation with respect to time, must also have an 
upper bound. This bound is a function of the geographical 
location, elevation, and nature of the precipitation pro-
cess. A value of I:::. PI I:::. t > i 0.5 inch per hour is fairly 
uncommon for this region in the wintertime as indicated 
by the relative frequency of cold season hourly precipita-
tion amounts (Table 1) at the Silver Lake-Brighton 
station. This is a fairly high-yield high-altitude station near 
the experimental area. 
These results indicate that .5 inch per hour can be 
set as a general upper bound on /:::. PI bot for the data 
editing scheme. However, precipitation data points indi-
cating rates greater than .5 inch per hour are accepted as 
valid if the curve continues a monotonic, non-decreasing 
trend. The main purpose in defining a maximum I:::.PI /:::. t 
value is to insure that the first point of a data set is valid. 
/:::. t values generally range from 20 to 40 minutes for the 
data being considered. 
Table 1. Relative frequency distribution of hourly precip-
itation values for Silver Lake-Brighton 1957-66 
November through April. 








above .30 0 
The Data Quality Criteria 
The preceding considerations are the basis for the 
complete set of data quality control criteria. These in 
combination with factors peculiar to equipment and data 
processing methods, provide enough information to 
successfully edit telemetered precipitation data. 
An attempt was made to keep input data require-
ments of the computer program to a minimum and still 
obtain good results. A review of the manually edited data 
showed that satisfactory results could be obtained with-
out using the supplementary data originally employed. 
This supplementary data included concurrent facsimile 
charts, temperature observations, upper air sounding data, 
and precipitation data from adjacent gages. 
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The first consideration in data quality control for 
the system is to check the time parameters for obvious 
keypunch errors or Automatic Readout Console errors. 
The number of data point errors in this category is very 
small, on the order of 0.1 percent. This check is 
accomplished by requiring that all data points lie within 
specified time bounds and that only one data point per 
station be accepted for a given time. 
The next criterion is set up to discard outlying data 
points, those mentioned in category (1) above. The most 
useful test for outliers is the requirement that a data point 
be not more than .03 inch below the average of the 
preceding four data points and not more than .03 inch 
above the average of the following four data points. This 
is the requirement that, neglecting noise, a cumulative 
precipitation value has to lie on a monotonic, non-
decreasing curve. Good results were obtained when only 
points yielding an absolute precipitation rate greater than 
.2 inch per hour were subjected to the test. Data points 
failing the test are deleted from the data set. 
The effect of testing only points associated with 
b.PI/:::.t > 0.2 inch per hour was to leave in the negative 
trends mentioned previously in category (3). 
Overshoot seems to occur under a rather limited set 
of meteorological conditions. Most of the time the 
amount of overshoot is less than .1 inch and was 
identified on about 10 percent of the total data read out 
from the network during the 1970-71 season. The criteria 
used to define overshoot is that each of three successive 
data points be at least .03 inch less than each of the two 
data points at the beginning of the negative trend. 
After identifying the overshoot, the problem is to 
ascertain its beginning and ending times. It seemed 
reasonable to place the end of the overshoot at the point 
where the curve begins once again a monotonic, non-
decreasing trend. The identification of the beginning of 
overshoot is more difficult. The only certain thing is that 
it occurred when the gage indicated a precipitation event. 
For the present, the beginning of overshoot is arbitrarily 
placed two data points prior to the point where the 
cumulative curve exceeds the precipitation value at the 
end of the overshoot. The peak value of the overshoot is 
adjusted downward to the precipitation value correspond-
ing to the end of the overshoot and no precipitation is 
assumed during the time interval between the peak 
overshoot value and the end of the overshoot. The 
precipitation curve from the time of the start of the 
overshoot to the time of the peak overshoot value is 
adjusted to keep within the monotonic, non-decreasing 
curve criteria, and yet maintain as much of its original 
shape as possible. An example is shown in Figure 2. 
Whereas these corrective procedures for overshoot 
are quite intuitive, the results match favorably those done 
by hand with supporting meteorological data. It is 
questionable whether more effort is justified in deriving a 




Figure 2. Overshoot correction procedure. 
being tested which could eliminate the overshoot prob-
lem. 
The cumulative precipitation curve, having been 
subjected to the above treatments, is now ready to be 
checked for noise points. The requirement for the first 
data point of the set is that it be less than the average of 
the next four data points. The remainder of the data 
points are required to be greater than or equal to the 
preceding data point, but less than the average of the 
following four data points. This average is taken so that 
the effect of a noise point in the four will be negligible. If 
a point is outside this given range, but within .03 inch of 
the limits, it is corrected the least amount possible to 
bring it within the limits and retained. Otherwise, it is 
discarded. 
On a few occasions the average of the four testing 
points is less than both the point being tested and the 
preceding test pOint. In this case data are processed as 
follows. 
Let ~ be the i th precipitation value. This is the 
point being tested. Let P i-I be the point which has just 
been tested and now is used to test Pi . Let Pj ,j = i+ I, i+4 
be t~e remainder of the test points and let A = 
1+4 
1/4 . ~ lj. 
J=I+l 
The test for a noise point described above was the 
requirement that P i-I :::: Pi :::: A. The problem arises 
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when Pi - I > A. If this happens, the most often occurring 
value of Pj , j=i, i+4 is assigned to A and the test is 
completed. If no value occurs more than once, the 
mid-point of the smallest region in which two or more of 
the lj ,j=i, i+4 lie is assigned to A. 
These procedures have been programmed on a 
computer with various small additions and special provi-
sions for handling the first few and last few data points of 
each set. Following the data editing procedures of the 
program, a tabulation for data quality control is accom-
plished by machine which includes the following: number 
of data points input, the number of outliers rejected, the 
number of noise points rejected, the number of noise 
points adjusted, the number of overshoot points adjusted, 
the number of data points left untouched, the total 
number of data points accepted, the total number of data 
points rejected and the percent of total input accepted. 
Figure 3 is an example of the original and final data sets. 
The computer program then interpolates half-hourly 
precipitation values for the entire time period covered by 
the data set-usually one or two days of data. 
Results 
All of the telemetered precipitation data for the 
1969-70 and 1970-71 experimental seasons have been 
quality checked and edited by this program. The results 
agree well with manual editing. 
c: T j~,T I Ofl"J 16406 
UN[OITFD nA.TA EDITED DATA 
P(1 I 1\1T n\y PCPTr--.; CI-~tI'JGF !'JAY PCPTN CHlNGE: 
1 46.301 2 B .6 /t 0.0 4-'l.303 28.64 0.0 
2 46.313 28.64 0.0 4/:,. 318 28.-'>4 C.O 
3 4b."'l·36 28.A4 0.0 46.336 ?9.64 C.O 
t:. '-:6.35° 28.6 l ,. 0.0 46. 359 2"3.64 C.o 
5 46.380 28. Cl;. 0.0 46. 380 2'3.t·l4 c.o 
f; 46.4no 28. f14 0.0 46.41)0 2J.A4 C'.O 
7 4A.1..2P Ze.64 0.0 46.420 2'3.64 ( .0 
8 4f).4ll·0 28.6 /+ o.() 46.440 2.-3.64 C.O 
9 41:-. t... hI 2P.t:-4 0.0 46.461 25.64 C.O 
10 46.481 2 q .6l.t 0.0 .1. . 6.483 ;~3.64 c.o 
11 4f,.~04 28.6't 0.0 46. 504 2f.64 0.0 
l~ 46. ~~ 24. ?8.66 0.02 46. 524 28.66 C.02 
11 4b.54': 28.71 0.0'5 46.545 28.71 C'.OS 
14 L6.5t5 28.71 0.0 46.565 21.71 0.0 
1 5 46.':.'17 28.71 0.0 46. ~Q7 28.71 C.O 
16 4f .60b 78.71 0.0 4f:..606 2P.71 C.O 
17 !~ f . • t 7 ? 23.74 c).OJ 4A.672 2,g.74 C.03 
] q 4~,.rp.7 2~1.7~ 0.01 46. 687 ?E3.75 0.01 
19 L.'·6.70 n 28.7'5 0.0 Lt 6. 709 2d.75 C.O 
?() '.':',.72':) 2R.75 o.() 46. 729 2~~.75 c.o 
71 4~:. 748 ?P.7~ 0.0 46.7L~8 2·3 • 75 C.O 
22 46.76q 2F,.1~ n.o 46. 769 2~.75 f.O 
?3 4(:-.• 7 0 '"' 28.75 0.0 46.7 0 0 20.75 f.O 
24 4~.82'? 28.B1 O.Of, 46. 82? 28.E~1 0.06 
25 {lob. ~ A 1 2B. Ht.; 0.03 4·6.861 28.B4 r.03 
=*************.***************************************************t 
~~ ( C oJ U ~J T p, I G D 0, T i\ F C' r< 5 T l T ION 1 t 4 06 
?5 POINTS F~TEP[r 
C °OINTS AIJJUSTFD FOP ('}VEPSHUOT 
() r 0 I NT SAn J lJ S T E f) f.: nO f\lO I S [= 
o ~"1'JTL I~rs RF.JrCTF~) 
t) N [) r S t. P [J I \J T S t'. E J LeT f i) 
25 nPIGP,It:,L f)~~Tt-% PCiINTS LEFT UNTCllJ(H~[ 
2~ POrNTS ACCEPTED 
o P (1 r "I T S ~~: J E C T F D 
] () (I P c: Q, C F~!T {I F T Cl T t: Lon I r,~ T SIN PUT \.-J E P r A ( C f P T ~= n 
Figure 3. Sample output of a data set with data quality parameters. 
The cost of manually editing data for a single 
experimental period was about $200. This compares to a 
computer cost of about $6. Thus, the initiation of 
computer editing of precipitation data has resulted in over 
a thirtyfold savings in the cost of this particular data 
processing. 
The computer program is set up to edit a period of 
data which includes one or more experimental periods. It 
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then outputs half-hourly data in individual sets for each 
experimental period. This process is completed one 
station at a time. A few data sets from the telemetry 
network are discussed and graphed for the experimental 
period of February 15, 1971,0930 to 1730 MST. 
Figure 4 shows data and graphs from Tony Grove 
Ranger Station gages 602 and 603. Both cases show noise 
points which were adjusted by the computer program. 
STATIC'N 602 
UNEDITED DATA EDITED DATA 
POINT <JAY PCPTN CHANG!: DAY PCPTN CHANGE 
1 4t-.320 21.37 0.0 4b.320 21.37 C.O 
2 '46.340 21.37 0.0 46.340 21.37 C.O 
3 46.364 21.10 O.O? 4b.3b4 21.39 C.02 
4 4f>.384 21.40 0.01 4b.384 21.40 0.01 
5 46.403 21.41 0.01 46.403 21.41 0.01 
6 46.424 21.41 0.0 4b.424 21.41 0.0 
7 46.441 21.48 0.07 4b.443 21.48 0.07 
8 46.463 21.49 0.01 46.463 21.49 0.01 
9 40.4gb 71.<;1 0.(17 46.486 21.51 C.02 
10 46.~07 7.1.51 0.06 46.507 21.57 (1.06 
11 41>."47 21.10 0.13 46.547 21.70 ('.13 
12 t t. 56 Q ?t.71 0.01 46.'i6 0 21.71 ('.01 
13 46.~9(1 ;:> 1.74 (1.01 46. ~90 21.14 0.03 
14 46.t 0 0 ;:>1. 77 0.03 46.6(19 21.16 C.02 
1" 1.6.1>74 71.7" -0.01 46.674 21.76 0.0 
16 40.66 0 21.1/) 0.(1 46. 6A 0 2t.76 0.00 
17 41>.712 '1. 1~ -0.01 46.71;:> 21.16 C.O 
18 4f:..1? I 21.7f 0.01 46.731 21.76 C.O 
10 41>.7'i0 21.7" 0.0 46.7'iO 21.76 0.0 
20 1.".717 71.1Q 0.03 46.772 21.79 C.03 
21 4".1q~ 21.19 0.0 46.793 21.79 0.0 
72 41:.826 21.79 0.0 46.A26 21.70 C.O 
23 4t..del> 21.82 O.Cl 46.866 7.1. a2 (.03 
~*~.~*.*.*.**** •••• ** •• *~*****~**** •••• * •• * ••••• * •••••••• * •• * ••• * •• * •• 
.... ALF HUIIFLV PR"CIPITATIO~I ,AU Hll'. STATIUN 1>02 
tcrOlINTI~.\' OATA FOR STHIO:-,j I>C2 
?'I PDlrHS c~ITFRE'l 
o pnI~TS A~JU~TEO ~QR nVFQSHOOT 
2 Pf)lNTS AOJUSn" FilP 11101 'i[ 
r CUTLIEPS RFJ!:CTFJ 
(I r-,;'lISf: POINT~ REJFCTEI'l 
21 "'PIGINAL DAH POINTS LFFT UNTOuCHFn 
23 POI'HS HCEf'ED 
o POI~TS P~J~(T~(I 









10 12 14 16 18 20 22 24 
STATION 603 
UNFfllTEO DATA EDITED DATA 
PC'It.T flAY PCPTN CHAIIIGF DAY PCPTN CHI>NG!: 
1 46.305 22.25 0.0 46.305 22.25 0.0 
2 41'>.31 0 22.27 0.02 46.319 22.27 0.02 
3 46.340 22. "16 -0.01 46.340 22.27 C.O 
4 - "1t6.363 22.29 0.03 41'>.363 22.29 C.02 
5 46.38 4 22.30 0.01 46.384 22.30 C.Ol 
6 46.402 22.12 0.02 46.402 22.32 0.02 
1 41'>.424 22.32 0.0 46.424 22.32 C.O 
8 4('..443 ? 2 .1~ 0.0t- 46.44~ 22.38 (J.06 
0 4t,.463 22 .41 0.n3 4('..463 ZL.41 C.03 
10 46.486 22 .4~ 0.02 46.486 22.43 C.02 
11 46. "01 22.50 0.(11 46.507 22 .SO C.01 
12 46. ';26 22.50 O.Of 46.526 22.56 r.ol> 
13 46.541 22.('.? 0.06 46.541 22.('.2 C.Ot-
14 4f>.56° 22.63 0.01 46.569 22. f,2 C.O 
15 4/).'>QO 22.62 -0.01 46.590 22.62 C.O 
11'> 4('..609 72 .61 O.ClI 46.609 22.62 0.0 
17 4t-.614 22.61 0.0 46.674 72.62 C.O 
III 4t-.1>~0 2?63 0.0 41'>.689 22.02 (.0 
)0 41>.7t? 22.6:' -0.01 46.7)2 22.62 (.0 
20 46.nl 2? .1':-1 -0.01 46.731 22.62 0.0 
21 46.750 27.60 -0.01 46.750 22.62 0.0 
22 46.772 22.68 O.Oti 46.772 22.6R L.06 
23 46.70'3 22.72 0.04 46.79~ 22.72 ('.(14 
24 41'>.8U 22.7:'l O.Gl 46.1'126 22.73 ( .01 
25 46.866 22.71 0.04 46.R66 22.17 r .04 
••••••••• **.**.* •••••••• ** •••••••• * •••• * •••••••• *.* •• * •••••••••••••. 














AccmlNTING DATA Fnp ~T'T!'JN 603 
2'i POINTS F'!TEPfD 
(1 pnlNTS A3JUSTFD FOR QVfPSHOnT 
1 P'JI NTS Af1JU~TE[1 F UP 'JO I ~E 
n OIITL IERS REJF:CTE'l 
C ~WISF pnlNTS R<:J<"CTECl 
IF nR 1r,INH DATA PL!I 'JTS LfFT lI~,rrllICHF'l 
2< P:lINTS MC~PTF;-> 
o PDI~TS DfJFCT£r) 









10 12 14 1[, 18 20 22 24 
TIME (hours) TIME (hours) 
Figure 4. Final (solid curve) and original (dashed curve) data from Tony Grove Ranger Station gages 602 and 603. The 
curve adjustment here is typical of that required for noise points. (The day listed is the day of the year and 
precipitation is listed in inches.) 
Questionable points are indicated by a dashed line on the 
graphs. 
Data for Gold Hill gage 1001 and Cinnamon Creek 
gage 1203 are graphed and displayed in Figure 5. These 
curves appear to contain overshoot as determined from a 
qualitative definition of the term. However, the quantita-
tive criteria for overshoot is not met. That is, each of 
three successive data points must be at least .03 inch less 
than each of two data points at the beginning of the 
negative trend. The data for Cinnamon Creek gage 1203 
would have met the overshoot criteria except that the 
highest point of the set was rejected as an outlier. 
Figure 6 shows data for Franklin Basin gage 1603 
and Hell Canyon gage 1701. These data sets were quality 
checked by the machine and required no adjustment. 
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Note that one outlier was rejected for the Franklin Basin 
gage. This was a duplicate time point which occurred at 
day 46.402. 
The overshoot correction is shown in Figure 7 for 
Dry Bread Pond gage 5004 and Porcupine gage 12501. 
The first appearance of overshoot on the graph for Dry 
Bread Pond was not overshoot as defined quantitatively. 
The second appearance of overshoot on this graph and on 
the one following was identified as overshoot and treated 
as such. 
The overshoot occurring on Porcupine gage 12501 is 
typical of snow and ice accumulation and subsequent 
melting off. The overshoot occurrence on Dry Bread Pond 















UNFDITED DATA EDIT':D DATA 
POINT DAY PCPTN CHA'ljGf DAY PCPTN CHANGE 
1 46.303 21.15 0.0 46.303 21.14 0.0 
2 4'6.326 21.15 0.0 46.326 21.14 0.0 
3 46.341 21.14 -0.01 46.341 21.14 0.0 
4 46.310 21.14 O.n 46.310 21.14 0.0 
5 46.38A 21.14 O.n 46.388 21014 0.0 
6 46.410 21.14 n.O 46.410 21.14 0.0 
1 46.420 21.1 'I -0.01 4'>.420 21.14 t.O 
46.40;0 21.15 0.n2 ,+6.450 21.10; r .01 
46.4·11 21. It 0.01 1+6.411 21.1~ c.nl 
10 46. 49~ 21. I" 0.0 4",.49~ 21.11> 0.0 
11 4". <; 13 21.19 (1.Il"' 46.'511 21.19 r·.03 
12 41>. <; ~~ 21.27 0.03 4 S. 513 21. ?2 r.03 
13 41'.554 '1.2"' 0.01 46.554 21.23 C.Ol 
14 4f..<1" n.v o. r 'l 4h. r;1b 21.32 0.1)9 
15 4".5 Of. 21.36 0.04 46. <;06 21.36 C.04 
11> 46.Jl') 21.18 0.02 46.61'5 21.·H 0.1)1 
11 4f..~ 7"- 21. '\<; 
- (' "')3 46.618 21.31 0.0 
1 ~ 46. ~ 96 21.3" 0.1l3 46.6'l6 21.31 l.O 
19 4t. 11 ~ 21. '~R 0.0 46.11!! ?l.31 r.o 
20 46. 7 11 21.40 0.02 46.131 21.31 C.n 
21 46.159 21 :41 0.01 46.159 21.37 C.O 
n 46.111 21.39 -0.n2 46.117 21.31 C.O 
?3 't6. qao 21.31 . ').1)7 46.800 21.3"' O.C 
24 '!>. ~ 30 21.3f _ '. ":'1 1 46.839 21. ~ .. C.O 
75 46.fl19 21.4;> I). at- 46.819 21.42 0.05 
~******.* •• **.* •••••• * •••• * •••• **.*** •••• * •• *.*** •• * •• *.*.* •• * ••• * •• *. 
I-'AlF H(1U~lv PRfCIPITIITION OAU FOP STAT[(JN IDOL 
ACCflUNTING DATA FOR STATI(,'j 10111 
2< Plll'ITS F"ITER Er. 
PJI'IT'S "DJU~TED F8q 'IV'o 51-10('T 
II POINTS ArJlJ~TF[i ~O~ 'JOI Sf 
n nUTll~~5 R~J~CTFD 
~ ~!nI5f P'1I"1T5 RfJ'"CTE,) 
14 "R II;I H·L [)~TA PC pr:-s Lff-T IJ'"Tr:UCHf:D 
2< POINTS f.CCEPTfD 
r P(1I~TS QrJFCTED 









10 12 14 It> 18 
TIME (hours) 
20 22 24 
STATION 1203 
UJI4Ff)ITED DATA EDITED DAT.a 
POH'T I'HY PCPTN CHM.GF DAY PCPTN CH/ONGF 
I 4t-.311 ?0.60 0.0 46.311 20.60 {J.O 
2 46.~21> 20.'50 -0.01 46.326 70.60 t'.O 
3 46.341> 20.60 0.01 46.346 20.tO ('.0 
4 ltl<. 3~0 20.61 0.01 46.369 20.61 (' .01 
5 46.3~'l 21l.58 -0.03 46.38Q 20.61 0.0 
6 46.40 0 2n.61 0.n3 46.409 20.61 0.0 
1 4".4?~ 20.1>" 0.n4 41>.42A 20.65 (;.04 
fl 4".440 20.6 e, n.n4 41>.440 20.6° C.n4 
9 41:.471) ;>n.10 'l.nl 4~. 41n 20.10 r.Ol 
10 4h .1, 'I? 2n.11 n.01 46.4'12 20.11 ('.01 
II 4/,.. ~ 12 1'(1.79 ::l.0£ 46.512 21l.1'"1 C. O~ 
12 41. <; 37 21.02 0.2~ 46.515 20.il6 C.01 
1 3 4~." 54 1'1).98 -0.(14 46.5 'l h 2n.~6 <:.1)0 
14 4'.<;7~ 2n. A? -n.l0 46.1>19 20.8& ( .n 
15 4/). <;'1" 20.8A -0.01' 41--.6 0 5 20.ri6 r.1l 
16 4~,. & I" 20.82 -0.0/, 46.7113 21).fl6 L.I) 
11 .£.h.A7P ?n. f\~ r .nf 41:.1H 20.'l6 O.c 
I" 41. 6 9~ 10.87 -I). n I 46.15f! ~0.86 (;.n 
1'1 46.71 " 2[1.1:!'I n.1l2 4/).771 20.'lf. ( .n 
~o 41>.717 ;>I).po r.n 46.7 0 9 20.'ll, r·.o 
?\ 46.1<;~ 2C.87 -O.O? 4b.fHFl 2n. 'l 7 C. -'1 
?? 4~.717 ?I). Af - fJ. 01 4'>.818 2']. t<8 C.nl 
23 4,.,.1°9 70. P5 -0. f11 
1'4 40.b1R 2r..117 O.O? 
25 41,. "7M 20. liP 0.01 
** .*** * """** **" * *** **".*** *"" *** ••• * * *-.t ** •• *' 16: * *.* ***t: •• * ••• * ** •• :I!' *** * ** 'I 
HALF HOURLY PPfCIPITATION DATA FOo qATIl'''I 1203 
ACC(1IINTING D\H F[)P STtTI(1'j 121)3 
25 POl'H S t='JTEP ED 
r POINTS A'lJUSTFIl FOI< 'lVFPSHI)rJT 
L PIlINTS ~nJUSTH) FIlP ~WISI' 
I nUTlIl~S R[JFCTEn 
l'OISr p'lrNT~ RIJ'CTf.l 
L I ;'1' Ird ',,~l "~Tt pr r 'IT'S l'"F T iJrlTnIJCHF~' 
2? Pl'l"JTS A:cr pTfn 
P[lI~ITS R' . .JfCT[ll 









Figure 5. Final (solid curve) and original (dashed curve) data for Gold Hill gage 1001 and Cinnamon Creek gage 1203. 
These curves appear to contain overshoot regions as explained qualitatively, however, they do not meet the 
exact criteria. Even though these curves were not subjected to the noise point routine, reasonable adjustments 
were still made. 
The data processing steps shown and discussed are 
typical of those taken on most of the data from the 
telemetry network. The actual handling of questionable 
data points for the cases of outliers and noise points is in 
accord with theory. However, the problem of where to 
place the beginning time of overshoot in a data set is still 
open to question. 
Conclusion 
The development of this data quality control 
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program is a considerable achievement in automated 
precipitation data processing. Its development has reduced 
the cost of acquisition of reliable precipitation data to 3 
percent of the original cost, and makes it possible to have 
the final edited precipitation data within a few days of the 
operational event, instead of the few weeks required by 
the manual editing. With the completion of a planned 
paper tape punch output, this time will be further reduced 
to a few hours. The research capability of the Wasatch 
Weather Modification Project has also been enhanced 
through the development and use of this program. 
qUION Ib03 STATION 1701 
UNFOIT~n I'A T~ EDITED DATA U~JI'D JTED DA Ti\ EDITED DATA 
pntNT ('lAY P(PT~ CHANGf nAY PCPTN CHANGE POINT DAY prPTN UfANGE DAY PCPTN (HI NGE 
I 4/).304 2':'.zo 0.0 46.304 25.Z9 0.0 1 46.320 30.91 1).0 46.3Z0 30.91 0.0 
Z 4/).":1111 zc;.zo 0.0 46.318 Z5.29 0.0 Z 46.340 30.93 0.02 46.340 V). 'l3 r..02 
4". '3 0 Z .. • 7'l 0.0 46.339 25.29 C.O 3 46.364 30.''13 0.0 46.364 30.93 (,0 
4 Itt>. _~6 1 ?'i.29 0.0 46.361 25.29 0.0 .. 46.3A4 30.93 n.O 46.381t 30.93 0.0 
5 lto.)112 2'" .29 0.0 1t6.382 25.29 0.0 5 4/).403 30. 9~ O.O:?> 46.403 30.96 C.03 
6 4e-.402 20;.29 0.0 46.402 25.29 0.0 6 4".lt04 '10.97 0.01 46.404 30.97 0.01 
7 4/).41)2 20;.2(1 0.0 Itb.422 25.29 0.0 7 46.424 30.9R 0.01 46.424 ~O. 98 G.Ol 
4t>.422 25.79 C.O 4/).441 Z!>."I0 0.01 '3 4".443 30.98 0.0 46.443 30.98 C.f) 
4f.441 2~.'(\ 0.nl 46.463 25.30 C.n 9 40.41,4 10.9° 0.01 41,.464 30.'l9 ('. '11 
10 46.46":1 ;:~. 10 o.n 46.4A5 25.30 {J.O 10 4l->.4>16 30. 00 0.0 46.486 10.99 r,. '1 
11 4/,.48,> 2<;."1(1 0.0 46.506 25.30 C.O II 4".508 ~ I. (10 0.01 46.0;0a 31.00 r-.Ol 
12 4l->.!n)l-> 2".30 0.0 46.570; 25.30 0.0 I? 4f.~Z6 31.07 n.07 46.526 31.1)7 C.07 
I' 4l->.o.Zo. ;>5. "10 0.0 46.547 25.30 r.o 13 4".547 "31.07 0.0 46.0;47 31.07 L.n 
14 46.0;47 2~. ~'" 0.0 46.567 25.30 (;.0 14 4".5(,0 31.0 0 0.02 4'>.569 3\ .0'1 (-.02 
I" 41- .<,,,7 7<;.30 0.0 46.51lo 75.33 r.03 IS 46.50n "11.09 0.0 4'>.0;90 31.n'l c.n 
1 b 46."Bo 20.. " 0.0' 46.60A 2".33 0.0 16 46. f,OC, ~ I. If' C.nl 46.6('9 31. 10 C.01 
17 4".1-:1'" 7".-n o.n 46.67' 2~.33 (..0 17 4t.674 "31.10 0.0 46.674 31. Ie (.0 
I R 4f, .673 ;>5.1, O. n 46. 6~ A 25.33 0.0 18 46.6'lQ ,I. Ie 0.0 4".6!l9 31.10 0.'1 
10 41:.6~'l 25.3"1 0.0 46.71 L 21).33 0.0 19 4(,.712 3 L. 1 C 0.0 46.7L2 H.IO r.o 
In 41-.711 25.31 0.0 46.730 25.33 r.n 20 46.712 11. 1(' n.O 46.732 31.10 n.ll 
, I 41-.730 2<;.:n 0.0 46.750 25.33 C.O 71 4~.7<;1 , 1.10 0.0 46.751 31. I 0 0.'''' 
?l. "6.70;0 7<;.33 0.0 46.771 25.33 0.0 22 4t,.772 31. II 0.01 41!l.772 31.11 I. OL 
?1 4t .771 7.,. ,~ 0.0 46.701 25.33 0.0 23 4b. 7 9? 31.11 n.C' 46.703 3 L. 1 L 0.0 
24 41'-.701 7c;.-P 0.0 46.824 25.H c;.0 24 4".1127 31. II o.n 46.e27 31.11 0.0 
~ 0; 4h. '124 21).3l 0.0 46. A64 25.33 f,.O ;>5 41-. '11:-7 31. II n.O 46. P 67 31.11 ('.0 
26 46.(161. 25. ,3 0.0 
***.* •• *** ** ** **.* »=*.*. ** *** ** * ••••••• *** ................... *..,* •••••• 
*.****** ••••• * •••••••• * ••••• * ••• * ••••••••••••••••••••••••••••••••••••• HALF HI)UP L Y "R~CIPIHTI'JN DATA FOP S T fIT I ('''I 1701 
HflLF Hl'UI<L Y PRECIPIHTION OATA F(lR STAT I (IN 1M3 "CCOllNTlNG DHA Fr" qI\TI(lN 1701 
~C(ntiNT ING DATA F('R q~ TIr"1 1603 ;><; PfllNTS OHERFD 
71- POINTS F'lTFR FO () p[1l~nS f,[1JUSnD F-~Q flVI=R SH!1f"1T 
(' P'lINTS ADJUSTtr' FI1P '1VFR~HonT POINT' ADJUSHD F fl') 'lC! I Sf 
f' P,ll "ITS ~nJUSTf[] FfJR 'lD I SF rtlTL I "F S ofJrCTf l 
I lliH II=~ S REJrCTFI1 ~~11I S E pnlms RE J [CT,,:) 
" 
NI'ISF PO I NTS REJFCTF.Cl 2" "PIGI'IAL [1ATA PU I NT <; LrFT UN T(ll)( 'iE [, 
2<; ['RIGINAL DATA "(lINTS L FFT U"ITflllCHFr: 20. P'JUHS r.rCEPTtl' 
2" POI ',TS ACCFPTEf' C PO PIT S R ~ J~CTF" 

















:;:: I :::: .1 
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TIME (hou rs) TIME (hours) 
Figure 6. Data sets for Franklin Basin gage 1603 and Hell Canyon gage 1701. No corrections were made on data points 




C; TART, MID, AND "NO !'(lINT If. ?O 23 
(1VrR~HL1nT ADJUSTED DATA Filll nw 
POINT T I MF NFW VALUE nu) VAlur 
II- 46.1>10 21.84 21.P4 
11 41".61'1; 27.86 27.M, 
18 4e..10o 77.~1 27. 9 0 
1'1 4f..12f. 27.'11 21.~? 
20 46.146 21.R7 27.92 
71 46.7f.1 21."'7 71.P1 
72 41-.71' 7 27.~7 21. At> 
?1 1./,. R I f, 27. n 7 n.n 
\lNT [' I rrr f).ITA EDITED DATA 
!'IlP'T D~Y fir PTN Cf· ~Nr.r DAY PCPTN CH1.NGE 
I 41,. q~ 77.41- n.o 41>.315 21.41> G.O 
4 1,.:1 34 21.41- n.o 46. B4 27.46 G.O 
40.1'17 7 7 .41: o.n 46.357 27.46 0.0 
"t (\. ~ 7("; 27.47 0.01 46.379 77.47 0.01 
4h. 1"7 ?7.4() n.07 46. 3'17 27.4'1 C.02 
4b. 41 R '21.4 0 0;0 41,.418 27.4'1 C.I) 
4~.43t' n. ~, (). O~ 46.431! 27.53 r.04 
4~." Of' n.!:-? 0.09 46.458 27.62 C.09 
41,.4 0 (,: 27.72 0.11) 46.480 27.72 0.10 
I J 4t. <;(11 27.8() o .OP 46.0;01 27.80 0.08 
II 4·~.~~2 n.1l2 0.n2 46.522 27. '32 0.02 
12 4".547 7 7 .1\" 0.07 41>.542 27.86 0.04 
n 4,"". ~6? 27. 'II 0.02 46.585 27.86 r.O 
Ii. 4r. "'I" 2 7 • ~b -0.0" 46.604 27.81> C.I)O 
15 4(:..h(l~ n.8A 0.n2 46.t>71) 27.86 r.o 
I", 4t>. ,,7,) 27.f'4 -0.04 46.6135 27.66 0.0 
17 4~.ld5 27.8t> 0.0' 46.706 27.87 0.01 
I R 4t-.""'Ofoa 27.9(' 0.04 46.726 27.117 C.O 
19 41-.776 27 .97 ('.02 41>.746 27.87 C.O 
;0 4~.74t> 77.92 n.O 4".767 27.87 ('.0 
?l 4 "'. 7f) 7 27. A7 -0.0<; 46. 7e 7 27. A7 Cl.O 
Z2 4b.7a7 27. p." -0.01 46. A16 27.87 0.0 
n 4b.B I" 27.67 o.nl 46.856 27.88 (,01 
2 .. 4',. r 5t> 2 7 • FR r.OI 
~~~.* •• ***~*.**.***.*****.**~******** •• **.** •• *.* •••••••• * •••••••••• ** 
4nF I"HllJ~LY "RrrIDIHT['Jf .. -'ATA FeR SHTION 5004 















74 P~I~TS ~~Tf~En 
i. POINTS AI1JlISnn F')f{ rwrF SHr)nT 
7 pnlNTS AC1JUSTfP F'1R "!O[SF 
(\ l'lJTLlEns REJ~CT[~) 
I wllS~ POINTS pr Jf CTf'll 
It liP 1r,1"J~L [lHA POINTS L~t'T UNTOUCHFO 
2"> Pfll"JT<; f<CCfPTE[) 
1 n01~TS R~JE[TED 








10 12 14 1(, 18 
TIME (hours) 
20 22 24 
STATION 12501 
ST ART, MID,' AWl E"!D POI'lT 11 17 20 
.1VFR SHOOT AnJUSTED OAT~ F"JLLOW 
POINT TIME NEW VALUE OLD VALUf 
11 46.536 16.95 16.95 
12 46.556 17.19 17.1'1 
13 46.578 17.23 17.33 
14 -4fr.5 "0 17.23 17.35 
15 46.618 17 .2l 17.3<; 
If 46.666 17.23 17.34 
17 46.6'l0 17.21 17. ~4 
III 46.70') 17.13 11.31) 
10 411.771 17.21 17.10 
20 46.1,0 17.73 17.21 
UNI:-DIT<D ['~ TA [llIT"f) t:AT h 
POI~'T 'J~Y prpTr~ (HA'·IGf !lAY PCP TN CHM'(',E 
I 4h.30" 1t>.91 0.0 46.3011 111.91) ( .0 
? 46.32R 16. 9 (, -0.01 46.32A 16.90 C.O 
3 46.352 It.90 o.n 46. 3~2 16.'10 r...r 
4".37l 1t>.90 r.O 46.373 16.90 0.0 
46. ,O? 16.0r 0.0 46.397 111.90 0.0 
46.431 16.91 0.01 46.431 16.91 C.OI 
4t>.i.,)? Ib.91 0.0 46.452 16.91 0.0 
41>.412 16.91 o.n 46.472 16.01 (.0 
9 4".496 H .. Cl 0.0 41>.491, 16.'>1 l.O 
10 4b.~H 1/, .92 n.rl ~6. <;16 1':>."2 O.nl 
11 46.536 1"'.95 0.(13 46.~36 1I:>.Q5 0.03 
12 41>.556 17.1 9 0.24 46.551\ 17.19 0.24 
13 41>.'i7A 17.33 0.14 46. ~18 17. i'3 C.04 
14 4h.59Q 17.3<; 0.07 46.59Q 17.23 0.0 
15 46.t>IR 17.35 0.0 46.I,IA 17.23 C.O 
16 46.6611 11.34 -0.01 46.666 17.21 C.O 
17 46.1:-6'0 17.14 0.0 4".6RO 17.23 C.0 
18 46.1>8r 17.34 0.0 46.100 17.23 [.0 
19 46.7~0 17.30 -0.04 46.721 17.23 r.!) 
20 4t.121 17.30 0.0 41>.13Q 17.23 r.n 
21 4t>.7:'1 17.71 -r.07 4t>.761 17.23 V.O 
22 4t>.761 17.23 0.1) 46.78'1 17. ;>3 r.o 
'3 46.7f10 17. 23 0.0 4f.805 1 7 .2, ( .0 
74 41-.80<; 17.73 f). I) 41>. P.4~ 17.n ('.04 
25 46. n4~ 11.2 7 a.oi. 46.8A6 1".34 0. C7 
76 4·.~pr 17. ~4 1).1)7 
******~******~***.**.***********~~.******.*********D.*~** •• * •• *."~*' 
HI\LF Hf'UPLY PP~CIP'1fTrrl" nATA Fnp STHIUN 12501 
ACCrJlINTING (I"TA ~OQ STATJ'JN 125nl 
....: 
26 PO Itn S E"TFR ff' 
7 POINTS A['lJUSTE(, "lR OVfRSH""T 
1 POINTS ADJIJSTf[; FO~ NOISE 
I f'lITLI"PS RFJrCT~1) 
o NO I S E PrJ I NT 5 P E J E r.r E' f) 
17 r~[GINn fJAH r>O[NTS LEFT UNTflUCHE'I' 
2K pnl"JTS Arrf"T"D 
1 pnl~T~ RrJECTf~ 








lO 14 IlJ 18 
TllvlE Ihour"1 
20 ZZ Z4 
Figure 7. Final (solid curve) and original (dashed curve) data sets for Dry Bread Pond gage 5004 and Porcupine gage 
12501. Overshoot was detected and treated in these data sets. 
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The Com pu ter Program 
In this appendix, the computer program is described 
in separate parts related to the specific types of data 
quality checks and data editing procedures. Reference is 
made to the variable list in Appendix B and the computer 
program listing in the latter part of this appendix. The 
computer program is referred to by lIne number of the 
listing. 
Lines 5-6 
The starting day and ending day of the data set are 
read in. The variable KEROR is normally read in as a zero. 
If any other number is read in for KEROR, the program 
prints out intermediate data sets during the edit process. 
This is mainly for program debugging. The number of sets 
of operational event precipitation data to be output is the 
fourth input variable. 
Lines 7-8 
Starting and ending times for individual operational 
seeding events and their identification are read in. 
Line 9 
This is a data statement to define the last day of 
each month of the year in terms of day of year. It must be 
changed when data for a leap year is being edited. 
Lines 10-12 
The read, write, and punch channels for the 
computer are defined. 
Lines 13-30 
A data set for one station is read in from cards. 
There are seven cumulative precipitation values per card in 
the format explained in Appendix C. After each card is 
read, a test is made for change in station number. This 
change indicates the end of the data set for one station 
and a transfer is made to the processing portion of the 
program. A short routine is included here to make a 
reverse search on the last seven values read in for a station. 
Its purpose is to find the last data point of the set since 
the number of data points in a set is usually not an even 
multiple of seven. 
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Lines 31-42 
The station identification is printed out and a check 
is made here to insure that more than seven data points 
are available for the editing procedure. The original set of 
data points is then transferred to another array to be kept 
for later printing and manual comparison with the edited 
data set. 
Lines 43-77 
A time check is made on the data points by first 
making sure that all values are stored in chronological 
order. If more than one point exists for a given time, the 
fIrst of the two values is deleted. This is based on the 
assumption that a keypunch error was made and corrected 
on the second of the two cards. The deletion of the bad 
data point is accomplished by decreasing the total number 
of points in the set by one and setting the i th storage 
location to the value of the (i+ 1) th point of the set. This 
is done from the bad point on to the end of the data set. 
A check is then made for negative cumulate precipitation 
values and data points lying outside of the data set region 
timewise. 
Lines 78-99 
This routine finds a reasonable starting data point 
for the set, i.e., reduces the possibility that an outlier be 
selected as the initial point. This is done in the following 
manner. Let b I and b2 denote precipitation rates in 
inches/hour between points one and two and points two 
and three respectively. The first data point is regarded as 
valid if b I < -.5 and b 2 > +.5, or -.5 < b i < .5 with no 
restrictions on b2 , or b I >.5 and b2 < -.5. The additional 
requirement that the absolute value of the difference in 
cumulative precipitation between points one and two be 
less than one inch must also be met. Justification of this 
criteria is somewhat lengthy and is not included in this 
report. If the first data point is rejected, the procedure is 
repeated until a suitable starting point is found. 
Lines 100-137 
Outlying data points are discarded here by the 
procedure outlined in the data quality criteria section of 
this report. 
Lines 138-236 
This section of the program checks the data set for 
overshoot, and if detected, corrects it as outlined previ-
ously in the Data Quality Criteria section. 
Precipitation rates are calculated point by point for 
each pair of points in the data set and counting variables 
are initialized. If the debugging variable, KEROR, is other 
than zero, the data set and rates are printed out before the 
overshoot check starts. Lines 152 and 167 check for 
overshoot as described previously. Lines 168-176 find the 
end of the overshoot, and lines 177-191 correct the 
overshoot as explained in the previous section of thIS 
report. The adjusted and the original precipitation values 
are printed out for future reference. 
Lines 237-326 
Noise points are checked for in this section of the 
program. The checking and editing procedures are 
programmed as described in the Data Quality Criteria 
section of this report. 
Lines 327-346 
The edited and unedited data sets are printed. This 
allows for subsequent examination of both data sets 
simultaneously. An example of this printout is shown in 
Figure 3. 
Lines 347-374 
When the variable, KEROR, is set to a value other 
than zero, this section punches the edited curve in the 
same format as the input data. This allows the graphing of 
the two curves on a hybrid computer enabling evaluation 
of the editing procedure. 
Lines 375-404 
A printout of the data quality parameters is done at 
this stage. Figure 3 shows an example. 
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Lines 405-515 
Interpolation, printing, and punching of half-hourly 
precipitation values is handled by this portion of the 
program. The day and month are defined in terms of the 
day of the year associated with the first data point of the 
set. An incremental parameter A is defined as 1/48. A 
time of day parameter ST is defined in decimal equiva-
lence of integral numbers of half hours for the times at 
which the individual interpolated precipitation values are 
calculated. The proper interval for interpolation is deter-
mined from the parameter ST and the half-hourly 
precipitation value is computed. The time parameter is 
incremented by 1/48 of a day and the process is repeated 
for the time interval of the entire data set. The data are 
output on cards with one card for each 12 hours of data 
making two cards output per day. A card image is shown 
in Appendix C. Each card lists the station number, the 
year, month, and day of the data, 24 half-hourly values, 
maximum interpolation interval, a start time and end time 
for the data of each individual card, the operational event 
identification, and a number indicating whether a card is 
for a.m. or p.m. 
Lines 516-522 
If at one of the check points in the program, an 
indication is given that too much data has been dIscarded, 
the program branches to this point and prints out the 
input data set with a message to the user. 
Lines 523-529 
This routine transfers the first data points of the 
next set into the first seven locations of the data set array. 
Control is then transferred back to line 15 where the 
process is carried out on the next data set. A blank card is 
placed at the end of the data which causes zero to be read 
in as the station number. When this condition is sensed, 
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C READ IN DAY TI~E LIMITS ANU DAYS OF MCNTh FOR OuTPUT 
READ (5,841) SCAY,ECAY,KERDR,NOSET 
841 FORMAT (2F6.3,ll,I3) 
READ (5,2842) (OE(I),STS(I),ETS(I.,1=1,~OSET) 
2842 FORMAT (4(A4,2X,2Fb.3,2X) 
C THE FOLLOWING DATA CARC MUST BE CHANGEC FOR LEAP YEAR 
C THE NUMBERS ARE THE DAY OF THE END OF EACH MONTH OF THE YEAR WITH A ZERO 





C READ IN DATA TO BE EDITED 
READ (NR,l) KSTN,KYR,(T(I),P(J),1=1,7) 
1 FORMAT (15,I2,3X,7(F6.3,F4.2») 
19 oU 20 1=1,71 
J=I*7+1 
K~J+6 
READ (NR,1) LSTN,KYR,(TlL),PlL),L=J,K) 
IF (LSTN.NE.KSTN) GO TO 21 




DO 5 1=1,7 
J=NP-I+1 
IF (T(J).LT •• C01) GC TO 5 
NP=NP-I+1 
GO TO 6 
5 CONTINUE 
6 CONTINUE 
C WRITE OUT STATICN NUMBER 
WRITE (NW,666) KSTN 
666 FORMAT (1r.l,7~STATICN,I6) 
N P I=NP 
IF (NP.GT.7) GO TO 261 
C CHECK FO~ SUFFICIENT NUMBER OF DATA POINTS FOR EDITING 
WRITE (NW,262) (T(I),P(I),I=l,NP) 
262 FORMAT(19H INSUFFICIENT CAT A ,4(F9.3,F6.2}) 
GO TO 127 
261 CONTINUE 
C TRANSFER ORIGINAL DATA FOR PRINOUT LATER 




C ********************************************************************* C TIME CHECK 
400 1= 1 
J=O 
401 I = 1+1 
431 CONTINUE 
IF (T(I)-T(I-l) 402,4C3,404' 




































































A=T ( I) 
T( It=TI 1-1) 
T( l-U=A 
A= P ( I ) 
P(I)=PCI-U 
PCI-iJ=A 
GO TO 404 
403 NP=NP-l 




IF (I.LE.NP) GO TO 431 
404 I f C I • l T • N P) GOT a 4 C 1 
IF (J.GT.O) GC TO 4CO 
C******************************************************************************* 
C CHECK FOR NEGATIVE CUMULATIVE PRECIPITATION VALUES AND OUTLYING TIME POINTS 
461 I=C 
462 1 = 1+1 
463 IF (P(I).Ll.O.) GO TO 46~ 
IF (T(I).lT.SDAY) GO TO 465 
IF (TII).GT.EDAY) GO TO 465 
GO TO 466 
465 NP=NP-1 




IF (I.LE.NP) GG TO 463 
466 IF (I.lT.NP) GO TO 462 
C******************************************************************************* 
C FINO STARTING PCINT FOR GOOC DATA 
IF (NP. LT. 7) GO TO 126 
1=1 
83 1= 1+ 1 
81=( PI I)-PI 1-1) ./1 (T( I )-Tl 1-1) )*24.) 
B 2= ( P ( 1+ l)- P ( I ) )/ ( ( T ( 1+1 )- T I I ) ) *24. ) 
IF (Bl+.5) 8C,8C,82 
8 a I F (B 2- • 5 ) 83, e 9 , e 9 
82 1 F (B 1- • 5) 8 C; , 84 , 84 
84 IF (B2+.5) 8<;,83,83 
89 CONTINUE 
A= P ( 1) -P I 1-1) 
A=ABSIA) 
IF IA.GT.1.) GO TO €3 
810 IF (I.EQ.2) GC TO 30 
J= 1-1 













IF (C.lT •• 2) GO TO 443 
IF (I.EQ.NP) GO TO 42C 
C=PI I+U-P( I) 
D=B+C 
D=ABSID) 
IF (D.lT •• 02) GO TO 420 





































































IF (JJ.GT.NB) JJ=NB 




If (P(ll.GT.ST) GO TO 42C 




IF (JJ.lT.l) JJ=l 




IF (P(I).lT.ST) GO TG 42C 
GO TO 443 
420 NP=NP-l 
IF (NP.LT.8) GO TO 126 




IF(I.lE.NP) GO TO 428 
443 IF (l.lT.NP) GO TO 411 
C ************************.******************************************** 
C OVERSHOOT ROUTIt..e 
NV=NP-4 
PR(I)=P(I)*10C.+.1 
DO 201 I=2,~P 
PR(I}=P(I)*10C.+.1 







IF (KERGR.EQ.C) GO TO 814 
WRITE (6,230) (I,T(I),P(I),S(UrI=l,f'.;P) 
230 FORMAT (lX,I8,F10.3,2F6.2) 
814 1=1 
202 1=1+1 
IF (NO.EQ.I) GO TO 225 
IF (NQ.GE.1) GO TO 223 
IF (S(I}) 204,2C5,2C5 
223 NS=I-NQ 
IF (P(I+IJ-P(~S» 204,205,205 
204 NCNT=NCNT+l 
NQ=NQ+l 
IF (NCNT-3) 2C3,206,206 
C OVERSHOOT IS INDICATED 




DO 224 LA==L,1 





225 IF (S(I)+.Ol) 207,2CE,20€ 
265 1=1-2 
GO TO 205 
208 C,JNT I NUE 
IK=IK+l 
IF (IK-3) 211,209,209 
C ENU OF OVERSHOOT IS IDENTIFIEO 
C L IS POINT OF ~AX PCPT~ 






































































209 K= 1-2 




DO 213 MM=JA,"N 
M=NN-MM+1 
IF (P(M).GT.P(KJ) GC TO 213 




IF (KM.LT.l) KM=l 
IF (KM.EQ.1) GC TO 215 
A=T(KM+U-T(K~) 
IF (A.GT •• OS) K~=KM+l 
215 CONTINUE 
WRITE INW,980) KM,l,K 
980 FORMAT 126H START, ~ID, AND END PCINT,3I5) 
981 CONTINUE 
C KM IS THE POINT PRECEEOING THE START OF THE OVERSHOOT 
C=P(L) 
WRITE (6,593) 
593 FORMAT (32H OVERSHOOT ADJUSTED DATA FOLLCW ) 
WRITE 16,595) 
595 FORMAT I1X,36HPOINT TI~E NEW VALUE uLD VALUE) 
KKB=L-l 






IF (P(M).GT.PIK») P(Mt=P(K) 
WRITE (6,594) M,T(M),P(M),A 
594 FURMAT (lX,14,F8.3,3X,F9.2,3X,F9.2) 
222 CONTINUE 
DO 221 M=L, K 
A=P(M. 
P(M)=P(K) 






GO TO 203 
207 IK=O 
211 IF (I.LT.NPS) GO TO 203 
K=I 
GO TO 210 
203 IF 'I.LT.NPS) GO TO 202 
IF (NAOS.EQ.O) GO TO 227 
NAOS=O 









C NOISE POINT CHECKING RCUTINE 
28 1= 1 























































































IF (PII-U.GT.A) GO Te 719 
23 IF (P(I).lT.P(I-U) GC Te 18 
IF (P(lt.GT.At GO TC 22 
GO TO 40 
18 IF ((P(I)+.03).lT.Pll-l» GC TO 35 
P( [)=PlI-U 
GO TO 40 
22 IF (I P ( I ) - .03 ) • G T • A) GOT 0 35 
P ( I) =A 
GO TO 40 
719 J=I+4 
IF (J.GT.NP) J=NP 
IF «J-I).lE.2) GO TO 726 
A=.005 
722 K=C 
DO 720 MM=I,J 
l=O 
DO 721 N=I,J 
B=PlMM)-PlN) 
8=ABS(B) 
IF IB.GT.At GO TO 721 
L=l+1 
721 CONTINUE 




IF (K.GT.1) GC TO 723 
A=A+.01 
GO TO 722 




IF (K.LT.I) GC TO 724 
IF (P(K).GT.P(NAS» GC Te 725 
724 A=P(NAS) 
GO TO 23 
726 IF (( P ( 1-1) - P l 1 + 1 ) ) • G T •• 03) GO TO 35 
P(I+U=P(I-U 
A=P( I+U 
GO TO 23 
35 NP=NP-I 
NV=NV-l 
IF (NP.LT.7) GO TO 126 





IF (I.lE.NV) GO TO 31 
M=M+l 
IF (I.LE.NNP) GO TO 31 
1=1-1 
GO TO 71 
40 CONTINUE 
IF II.lT.NV) GO TO 38 
M=M+ 1 
IF (I.LT.NNP) GO TO 38 
71 B=(P(I+l)-PII»/«(T([+I)-T(I»*24.) 
IF (B.LT •• S) GO TO 74 
GO TO 73 
74 IF (B.GE.O.) GO TO 75 

























Description of Program Symbols 
Arrays 
Description 
End time of operational event 
Output parameters to be punched for 
plotting 
Day of year which ends each month 
Operational event identification 
Cumulative precipitation 
Cumulative precipitation 
Cumulative half-hourly precipitation 
Non-cumulative half-hourly precipita-
tion 
Change of precipitation with time 
Beginning time of operational event 
Time of data point 
Time of data point 
Single Variables 
Storage parameters for sorting and 
miscellaneous computation 
Largest time interval of interpolation 
!J.P/ !J.t for points one through three 
Beginning time for interpolated data 
set 
Difference between successive cumu-
lative precipitation values 







Indexes for the outlier routine 
Parameters used in the half-hourly 
in te rpo la tions 
Data set debug parameter 
Month and day of output data 














Control parameter in noise point rou-
tine 
Number of points adjusted for over-
shoot 
Number of points adjusted for noise 
NCNT,NQ,NO,N Control parameters for overshoot 
routine 
PS,IK,NN ,J A,M Control parameters for overshoot 
routine 






Number of outliers 
Number of noise points rejected 
Number of data points left un-
touched 
Number of operational events in data 
set 
Operational Event Information 
Column Description 
1-4 Operational event number 
5-6 Blank 
7-12 Beginmng time of operational event in thou-
sandths of days of the year 
12A 125432126000 13A 126000126750 
13-18 Ending time of operational event in thousandths 
of days of the year 
19-20 Blank 
This pattern continues for each operational event 
data subset contained in the main data set. The program 
provides for up to 25 such data subsets making a 
possibility of 9 cards for this information. The example 
has two data subsets. 
000000000000000 000000000 00000 00000000000000000000000000000000000000000000 
1 2 1 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 192021 n 23 24 25 2& 21 292930 3l j2 33 34 353537 3839.0 41 42 43444546474849 5C 51 525354555657585960 61 62 63 64 65 66 67 68 6970 71 72 73 74 757677 78 7q 80 
I 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 I 
22 2222 222 2 22222222222 22222 222222222222222222222222222222222222222222222222 
3333333333 333333333 33333333333333333333333333333333333333333333333333333333333 
444444444 4444444444444444444444444444444444444444444444444444444444444444444444 
55555555 5555555555555555555555555 555555555555555~55555555555555555555555555555 




1 2 3 4 5 6 7 8 9 10 11 12 ;~ 14 1516 17 181920 21 2223 242526 n 28293031 3233:435 j(, 37 383940 41 42 434-14546 47 4~ 43"051 525354,5 5S 57 58 5960 El 62 63 64 G~ ;',6 6768 [,9 70 71 Ii i3 H )',) 7617 7879,0 
00-5081 
26 
Precipitation Data Card 
Column Description 
1-5 Station number 
6-7 Year 
8-10 Blank 
11-16 Time of precipitation point in thousandths of 
days of the year 
17-20 Cumulative precipitation in hundredths of inches 
21-26 Same as 11-16 for the next data point 
27-30 Same as 17-20 for the next data point 
This pattern continues for the remainder of the data 
set. If the number of points in the data set is not an even 
multiple of 7, the remaining fields on the last card are left 
blank. 
466081743 466741743 466891743 467101743 467311743 467501743 467711743 
464631743 464861743 465071743 465261743 465471743 46568176 3 46589174~ 
463191743 463391743 463631743 463841743 464021743 464231743 46442176~ 
000,000000000000000000000000000000000000000000000000 0 0 10000000000000000000000000 
1 2 l 4 5 6 7 8 9 10 11 12 13 14 15 16 17 In 19 2021 2223 242520 27 2829]0 31 32 33 34 3536373839';041424344454647 4849 5C 51 52535455065758596061 6263 fi4 ~5 66 67 68 69 70 71 72 73 74 7516 77 78 7980 
1 1 1 1 2 1 2 1 1 1 1 1 1 1 2 12 1 1 1 1 1 1 1 1 1 2 1 1 1 1 1 1 1 1 1 2 1 1 1 1 1 1 1 1 1 2 1 1 1 1 1 1 1 1 1 2 1 1 1 1 1 1 1 1 1 2 1 1 1 1 1 1 1 1 1 2 1 1 I 




6 6 6 6 6 6 6 6 6 6 6 6 7 6 6 6 6 6 6 6 6 6 1 6 6 6 6 6 6 6 6 6 7 6 k 6 6 6 6 6 6 6 7 6 6 6 6 6 6 6 6 6 J' 6 6 6 6 6 6 6 6 6 7. 6 6 6 6 6 6 6 6 6 7 6 6 6 6 6 6 6 
7 7 7 7 7 8 7 7 7 7 7 7 7 7 7 7 7 8 7 7 7 7 7 7 7 7 7 8 7 7 7 7 7 7 7 7 7 8 7 7 7 7 7 7 7 7 7 8. 7 7 7 7 7 7 7 7 7 8 7 7 7 7 7 7 7 7 7 8 7 7 7 7 7 7 7 7 7 8 7 7 
8888888888888888888888888888888888 B 8 B B 8 8 8 8 8 8 ~8 B B 8 8 8 8 8 8 8 8 8 8883888888888 B 8 8 8 888888 
999999999999999 999999999 999999999999999999999999999999999999999999999999999999 






Maximum length of interpolation period 
64-65 Blank 
1-5 Station number 
66-69 Beginning time of data 
6-7 Year 




75-78 Operational event ID 
12-59 Half-hourly precipitation (2 columns per half 
hour) 79 Blank 
60-62 Blank 80 First or second half of day 
120371 215 6 2 2 2 0 0 0 0 0 0 0 0 0 a 0 1 0 1 0 0 0 0 0 0 2 12302130 17A 2 
120371 215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 2 4 2 1 4 2 7301200 17A 1 
100171 215 3 2 4 7 3 1 0 0 0 0 0 0 0 0 0 0 2 2 1 0 0 0 0 0 2 12302130 17A 2 
100171 215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 1 1 
o 0 1 i 0 0 0 0 0 0 0 0 l 0 1 0 1 0 1 0'1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 J 0 1 0 1 0 1 0 1 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1 0 0 0 0 0 0 0 
1 2 1 4 5 6 7 8 9 10 11 12 13 14 15 16 17 IS 192021 22 2j 24 ::5 26 27 2829]0 31 :;2 33 34 3536373839 -10 41 42 43 44 ~5 4647 4849 5C 51 5253 5d 55565758596061626364 "5 66 67 68 69 70 71 72 73 74 7576 77 78 7~ RO 
1211212112111111111111111111111111111111111111111111112121211111111112111112121 
2222222232222222222222222222222222222222222222222222222222222232222222t222222222 




7 7 7 7 7 8 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 8· 7 7 7 7 7 7 7 7 7 8 7 7 7 
88888888888888888888888888888888888888888888888888888888888838888888888888888888 
99999999999999999999999999999999999999999999999999999999999999999999999999999999 
1 2 J 4 5 6 7 8 9 1011 12 ;~ 14 1;; 16 I, 13 192021222324252627 28293031 3233313535 j7 3839404142"3·:< 4:, ;6 47 1~ 4~ ,,] 5! "2535455 5l 57 58 5~ 606: bi 63646566676869 7D i1 n 73 74 )~, 76 7i i8 79 ['0 
00-::;061 
28 
